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Elba Daylight™ Fabric Specifications

Fabric Style UV Blockage Composition Standard Roll Length Warranty
. g Approximately 100% Polyester .
Light Filtering 99% with Acrylic Coating 331y (30 Im) 5 Year Interior
Available Colors
Quartz Pumice Limestone
Slate Basalt Obsidian
Available Widths Weight Thickness
. . . oz/yd? inches
Openness Item No. /8 78 18 (£10%) (£10%)
<1% | D22400 | | . 5.6 0.022
ASTM I AsTM FASTM
ES4 N > d
CATB#117 E218 RoHS C
Elba Twilight™ Fabric Specifications
Fabric Style UV Blockage Composition Standard Roll Length Warranty
Aoproximatel 100% Polyester with
Blackout PP o y Acrylic Blackout 331y (30 Im) 5 Year Interior
100% .
Coating
Available Colors
Quartz Pumice Limestone
Slate Basalt Obsidian
Available Widths Weight Thickness
. . . oz/yd? inches
Openness Item No. /8 78 18 (£10%) (£10%)
Blackout 022400 | . 11.8 0.027
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Looking for fenestration data?
Scan here for complete fabric resources.
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Mermet Corporation
5970 N. Main Street Cowpens, SC 29330
1.866.902.9647 info@MermetUSA.com

Product performance and specification data is subject to change, visit www.MermetUsa.com for the most current information
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